PRO STUFF

Dzigkujemy za wybranie naszego produktu.

Nazwy czesci

Jak uzywac¢ przyciskow?

Specyfikacja

Srodki ostroznosci

Karta gwarancyjna

Pobierz aplikacje mobilng

Prosimy o doktadne zapoznanie sig z instrukcja o o o Moc 300w Dane klienta
) . i korzystanie z produktu zgodnie z jej trescia. . — Imig i nazwisko:
Instru ija obs’rugl PL Napigcie wejéciowe 200~240V 1. Nie umieszczaj ani nie uzywaj tego produktu
( J W miejscu narazonym na wysokg temperaturg lub Telefon kontakt Skanuiji Pobierz aplikacje
o i " . . Y n n WYy
° Kat padania $wiatta 1200 ekstremalne warynki, ani nie wystawiaj go na eleton kontaktowy Inteligentne przyciemnianie i regulacja temperatury barwowe;
[ ) dziatanie promieni stonecznych. E-mail:
CeChy . . . . . Zakres temperatury barwowej 2700~6500K ) Informacie o produkcie
. A ik S i @ Temperatura wyswietlacza 2. Unikaj umieszczania tego produktu w poblizu
1. Dtuga Zywotnosc dzigki potaczeniu diod COB o wysokiej Wskaznik oddawania barw RA>95 alkoholu, benzyny, tatwopalnych lub lotnych rozpusz- Data zakupu
rozdzielczosci. @ Aldualny tryb (CCT/ HSI /EFFECT) czalnikdw, poniewaz mogg one spowodowac pozar lub P
2. Regulacja jasnosci i temperatury barwowej. @ Biszacamodyfikacja Strumien swiatta 23800Im uszkoedzenie produktu. Model i numer seryjny:
3. Zasilanie 220V AC @ Temperatura barwowa (CCT Mode) Ewidencja napraw produktu
. Zasilanie . . . o ) . .
) +129* 3. Nie wystawia¢ produktu na dziatanie wody lub innych
o . . , @ Jasnos¢ Wymiary 131*129*279mm Y AC pro R Y Y Data Serwis Uszkodzenie Dokument
4. Dzigki zastosowaniu profesjonalnych uktadow @ Preset grupy efektéw scen (EFFECT Mode) p’rync_)w, gdyz moze to spowodowac zwarcie i uszko-
sterujgcych LED $wiatto jest stabilne, a sprawnos$¢ sigga @ Nazwa presetu efektéw scen Waga 1605g dzenie produktu.
93%.
@ Numer biezace] grupy urzgdzen | kanat 4. Nie rozmontowuj tego produktu bez zezwolenia, nie
5. Wysoka jasnosc, maksymalny strumien swietiny 23800 Im. Temperatura pracy 0~40°C : wibrui. nie uka'Jani gie Ederza' o eneraicznie !
. X . 1. Przetgcz przetgcznik, aby wigczyc lub wytgczyc lampe. s pukaj 19 9 :
6. 6 predefiniowanych efektow otoczenia. 2 Naciénii kré ) . . L . . . -
.Nacisnij krotko pokretto 2 w stanie wtgczenia, aby wybrac UWAGA: Zrédto $wiatta tej lampy nie jest wymienne. Gdy lampa osiagnie 5. Dzieci powinny uzvwaé teqo produktu pod opiek
[ ) o ® jeden z dwdch trybow: CCT / HSI / EFFECT koniec swojej Zywotnosci, nalezy wymienié cata lampe. - opiekur?éw abe uxiknqé bgezppoéredniej pekspgzyc?i
3.Tryb CCT: ) -
i uszkodzenia oczu.
Pokretto 1 - stuzy do regulacja temperatury barwowe;j . .
Pokretto 2 - stuzy do regulacja jasnosci UStGWIenlq bez przeWOd owe . . . .
: 4.Po wtgczeniu wyswietlacz pokazuje aktualne napigcie & Nle nalezy wpatryw_ac Sig W koralik lampy, gdy produkt
zes"aw zawiera 'wejéciowe i temperature korpusu lampy. Jlrﬁztogzczony. gdyz moze to spowodowac uszkodze-
5.Tryb EFEKTOW: '
Lampa LED - 1szt. - . . .
@ Przyciskzasilania @ Wejécie 220V Obracajac pokrgttem 1, mozna przekonwertowac wstepnie L ) " R 7. Po wiaczeniu produktu moc $wiatta jest stosunkowo bane Producenta:
Kabel zasilajgcy - 1szt. . ustawionych efektow srodowiskowych, obracajgc pokrettem 2 Nacisnij i przytrzymaj pokretto 1, aby wejs¢ do ustawien. Nacisnij krotko wysoka. Nie nalezy zakrywaé powierzchni $wiecacei ane Producenta:
@ Pokretto1 @ Klamra do odblokowania mozna dostosowad jasnosé. pokretto 1, aby wybraé parametry do modyfikacji. Obré¢ porketto 1, aby ysoka. Ni€ Y Zakrywac powie acej, PORTARE Sp. z 0.0.
Pokrowiec - 1szt. @ Pokretto 2 @ Lampa zmieni¢ pqrame1t_r. b\/\’(/\l/gi[;rﬁ topctje EXIT, obrazajqc porkgt‘t_otll ‘aby aby uniknag¢ uszkodzenia oswietlenia lub wypadku. ul. Fabianowska 46
- '_ X . zapisac zmiany. Tryl 0 sterowanie pojedynczym oswietleniem, 62-064 Plewiska, Polska
Lq mpq L E D VL G33o BI COIor Instrukcja obs{ugi ~1szt . Wyswietlacz LED Grupa A: B)fySk / B+y3k SZybk' /Ekran TV tryb MOD2 2 to sterowanie wieloma lampami. CH i kazdy GP to odpowied- www.prostuff-photo.com
. Grupa D: Stroboskopy 1/ Stroboskopy 2 / Stroboskopy nio kanaty grupy, tgcznie 100 kanatow i grup A-F6
® N o .
@ PRO S-I-u I:I: Part Name How to use buttons Specification Precautions Warranty card Scan to Download App
Thank you for choosing our product, please
read the manual carefully and use it accordin Power 300W : :
to the manual. Y o PY e o L 1. Do not place or use this prouct in a high temperature ;’:tir :‘gg'f_’"atm"
; or extreme environment, and do not expose it to R
Voltage input 200~240V , !
User Manual ° sunlight.
TEL: Intelligently Dimming Color
Light angl| . . ) . : b
°® ) ‘gntange 120° 2. Avoid placing this product near alcohol, gasoline, Temperature Adjustment
flammable or vilatile solvents, which may couse a fire E-mail:
Feafures ¢e o _ oo Color temperature 2700~6500K or damage the product. y Product information
1. Using a combination of high-resolution COB lights, the @ Temperature display Color rendering index .
celifeis] @ CurrentMode (CCT/HSI/ EFFECT) 9 RA>95 3. Do not expose this product to water or other liquids, Date o sale
service life is long. i : i irouf
. ‘ @ Current adjustment items Light flux 238000m which [cnay cause a short circuit and damage the Product Model:
2. Adjustable brightness and color temperature. @ Color Temperature (CCTMode) product. Inspection time of product maintenance records
3. 220V AC input power supply. @ Brightness (CCTMode) size 131*129*279mm 4. Do not disassemble this product without authoriza- Date gai’;te’:\lance Fa:‘f_' " Finish Date
4. Using professional LED driver chips, the light is stable @ Preset Scene Effect Group (EFFECT Mode) tion and do not vibrate, knoc or hit this product SIS T
T ‘ @ Preset Scene Effect Name (EFFECT Mode) Weight 16059 vigorously.
and the efficiency is as high as 93%. @ The current device group number and channel value
: 400 ) ) )
5. High brightness, maximum light flux 23800 Im ) ) Operating temperature 0~40°C 5. Children shoud use this product accompanied by
1. Toggle the switch to switch on and off. guardians to avoid direct exposure and damage to
6. 6 preset ambient effects. 2.Short press knob 2 in the power-on state to choose the Note: The light source of this lamp is not replaceable. When the light eues.
. . . CCT/HSI/EFFECT two modes source reaches the end of its life, the entire lamp should be replaced.
6. Please do not stare at the lamp bead when the
3.CCTMode: - g X
. . Rottating knob 1adjustment color temperature Wire"es settin product is on, avoid direct light and hurt your eyes.
Conflgu rCIflon Rotating knob 2 adjustment brightness g .
4.When turning on, the display shows the current input Voltage 7. Normal operation may cause the temperature of the
LED light - 1pcs and the temperature of the light body. product to rise. During use or after use, please handle
. it carefully to aviod burns.
Power cable - 1pcs 5'EFFEC.T Mode: )
@ PowerButton @ 220V input Rotating knob 1to convert 6 preset environmental effects, . . ) § .
i - i 2 Adiji i Long press the knob 1to enter the settings, short press knob 1to select 8. When the product is turned on, the luminous power is Manufacturer’s details
Protective cover - 1pcs @ Knobt Py " lock buckle buckl Rotating knob 2 Adjist the brightness. et ) 5 " ] v PORTARE S
no aorongkou unlock buckle buckle the parimeterls t;\?ne;g;o bteFOdll?edl; t]hte rotatlnt?‘knbog n:oﬁ/;g/Dté\e] relatlvely high. Please do not cover the luminous © Fabi Pfo;)é
- i . parameter, selec’ e rotating knol 0 save the restart, : : ul. Fablanowska
Professionql Led Fi" Li hi. Manual - 1pcs @ Knob2 @ Lignt Grup A: Flash/ Fl_aSh Fast/TV screen o mode 1is single light control, MODE 2 mode 2 is multi - lamp group control surface to aviud damage to the supllementary light or 62-064 Plewiska, Polska
g @ LED Display Grup D: Strobe Lights 1/ Strobe Lights 2 / Strobe Lightis CH and each The GP is channels and groups, respectively, with a total of accidents. www.prostuff-photo.com

Qualification certificate - 1pcs

100 channels and A - F6 gorups.




